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FEATURES 

�  Light Troffer Diffuser offers a concealed means of air 
diffusion to suit all light-fitting design. 

�  Troffer Diffusers are fabricated from galvanized mid 
steel. 

�  Custom made to suit light fitting. 
�  Available in standard width of 12mm, 20mm and 

25mm slot. 
�  Side inlet is standard for both single and double sided 

(saddle) model. 
�  Troffers can be used for supply or return application. 
�  Efficient for wide ranging temperature differentials. 
�  Ideal for diffusing large volumes of air whilst 

maintaining low sound pressure levels. 
�  Built in curved blade pattern controller which is 

adjustable from the face of the troffer air slot to 
provided a consistant horizontal air discharge pattern 
and volume control. 

�  Available in 600mm and 1200mm lengths to suit 
standard light fixture lengths. 

�  For side entry, the collar will be oval and for the top 
entry, it will be round. 

TYPES OF TROFFER DIFFUSERS 

Model: GTD - DS - T 

Dual Plenum Top Inlet 

Model: GTD - DS - SD 

Dual Plenum Side Inlet c/w Butterfly 
Damper 

Model: GTD - DS - S 

Dual Plenum Side Inlet 

Model: GTD - SS - SD 

Single Plenum Side Inlet c/w Butter-
fly Damper 
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Product improvement is a continuous effort at R Glazen. As such the specifications are subject to change without prior notice. 
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VARIABLE DIMENSION

VARIABLE DIMENSION

9

Model: GTD - 1S - DS - T  Model: GTD - 1S - SS - S  

Model: GTD - DS - N  Model: GTD - SS - N  

DIMENSIONAL DETAILS 

�

����������	�
���
���

�����

��������	�
�	���
������������������	�
�	���
������������������	�
�	���
������������������	�
�	���
���������� ����

T      -  Top Collar  
S      -  Side Collar  

Ordering Key: 
GTD - 2S- DS - T - D���� ����

D     -   c/w Butterfly Damper 

1S  -  1 Slot 
2S  -  2 Slot  

DS   -  Double Side  
SS   -  Single Side 
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Product improvement is a continuous effort at R Glazen. As such the specifications are subject to change without prior notice. 

SINGLE SIDE 
SIZE           

in (mm)  
  

             
LENGTH FLOW (l/s) 14 22 24 27 33 38 42   

600 SP (Pa) 14 38 51 64 98 137 164   
 COLLAR  NR 23 31 33 35 42 47 49   

 Ø150 Spread in metres 1.1 2.1 2.6 3.1 4 5 >5   

LENGTH FLOW (l/s) 24 30 35 39 43 46 52 57 
1200 SP (Pa) 20 28 37 46 52 58 70 82 

 COLLAR NR 26 29 33 35 37 38 39 41 

Ø150  Spread in metres 2 2.2 2.3 2.5 2.7 2.8 3.5 4.1 

SADDLE TYPE 
SIZE           

in (mm)  
                  

LENGTH FLOW (l/s) 24 28 33 38 45 55 66 76 
600 SP (Pa) 9 16 23 30.5 40 52.5 72.5 100.5 

COLLAR NR   <16 21 25 29 33 37 40 
Ø150 Spread in metres   0.3 0.6 0.9 2.25 2.65 3.05 3.45 

LENGTH FLOW (l/s) 28 38 47 57 67 76 85 94 
1200 SP (Pa) 4 7 10 15.5 21 27.5 34 41.5 

COLLAR NR <16 16 17 21 26 30 32 35 
Ø150 Spread in metres   1.6 1.9 2.1 2.3 2.5 3.3 3.6 

LENGTH FLOW (l/s) 28 38 47 57 67 76 85 94 
1200 SP (Pa) 3 4 6 7.5 10 12.5 15 19.3 

COLLAR NR       17 22 27 28 31 
Ø200 Spread in metres   1.2 1.5 1.7 1.9 2.1 2.9 3.2 

· Result of performance is tested under NATA 
· SP—Static Pressure  in Pascals 
· NR - Noise Rating in dB re 10Watts 
            Room correction of 8dB (As per ADC R4) 
· Flow - in liter per second 
· Spread in metres based on terminal vol of 0.5m/s 

PERFORMANCE DATA FOR GTD SERIES 
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Product improvement is a continuous effort at R Glazen. As such the specifications are subject to change without prior notice. 

RECOMMENDED NOISE CRITERIA FOR ROOMS 
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Product improvement is a continuous effort at R Glazen. As such the specifications are subject to change without prior notice. 
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R.GLAZEN SINGAPORE PTE LTD (the “Company”) warrants that all goods in this catalogue that  have been 
manufactured by the Company will be defects free in quality or material under normal use and service for a pe-
riod of one year after goods are sold. The Company have the right to make improved changes to the products at 
any time. The company is obligated under this warranty, only to replace any product which is defective in quality 
or material  under normal use and service within such period. Component parts or accessories which are cov-
ered  by the warranty of the manufacturer will not be covered under this warranty. Any improper use of the prod-
uct, after defective or worn parts had been discovered, accident or any modification or repair by others which the 
Company claims that it will materially and adversely affects the products, neglect substitution of parts not ap-
proved by the company, will void this warranty.  

No person is authorized to assume any liability with respect to any goods sold, for the Company. No representa-
tives or employee is authorized to change this warranty or give any other warranty, unless it is authorized by an 
officer of the Company at its home  office in writing. In any event  of  payment of incidental or consequential 
damages, including without limitation, delay costs or damages for property or injury to persons,  the company 
shall have no liability whatsoever. 

Claims under this warranty, if not submitted, in writing and received by the company within thirty (30) days of the 
date to which each claim relates, is discovered or should have been discovered, will be deemed waived. 

WARRANTY 
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